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■ Mipelon™ is a fine powder whose spherical particles consist of 
ultra-high molecular weight polyethylene (UHMW-PE). As an additive, 
it significantly improves the sliding properties, abrasion resistance and 
chemical resistance of paints and coatings. Typical applications include 
electrostatic powder coating, water and solvent-based spray coating and 
dip coating. The product thus offers a high-performance, environmentally 
friendly alternative to PTFE, which is affected by the PFAS debate. 
Dreyplas presented its application properties and possibilities at the 
last European Coating Show. The company distributes the product from 
Mitsui Chemicals in Europe and is also working with customers to 
develop solutions for optimising tribological properties with UHMW-PE 
instead of PTFE.
This fine powder is also characterized by its high chemical resistance to 
acids, alkalis and organic chemicals. In addition, it absorbs virtually no 
water or moisture. Most grades are suitable for food contact applications 
in accordance with EU and US legislation. Unlike PE powder, which is 
also used for this purpose, Mipelon™ does not tend to swell even at high 
temperatures and retains its shape and function. 
Compared to PTFE, it has a lower coefficient of sliding friction and better 
abrasion resistance at the same dosage, which makes it economical to 
use. The lower melting temperature of around 135° C can have a limiting 
effect when substituting PTFE. The molecular weight of Mipelon™ is up 
to 2 million g/mol. The average size (D50) of the spherical particles is only 
10 µm for the PM-200 type, which is currently the smallest size in this 
product group worldwide. For XM-220 the D50 value is 30 µm and 65 µm 
for XM-330. In the paint and coatings industry the finer powder grades are 
mainly used. New types with a D50 value of less than 5 µm and around 6 
µm are currently under development.
The latter is already available for sample purposes. Commercial availability 
is planned for the end of 2025. 

■ MipelonTM è una polvere fine le cui particelle sferiche sono costituite da polietilene 
dal peso molecolare ultra-alto (UHMW-PE). Come additivo, essa migliora in modo 
significativo le proprietà di scorrimento e la resistenza all’abrasione e chimica di 
pitture e rivestimenti. Le applicazioni tipiche includono il rivestimento in polvere 
elettrostatico, il rivestimento a base acquosa o a solvente applicato a spruzzo 
e il rivestimento per immersione. Il prodotto rappresenta quindi un’alternativa 
ecocompatibile e di alta prestazione al PTFE, che è al centro del dibattito su PFAS.
Dreyplas ha presentato le proprietà applicative e le potenzialità in occasione 
dell’ultima edizione dell’European Coatings Show. L’azienda distribuisce il 
prodotto di Mitsui Chemicals in Europa e sta anche lavorando con la clientela 
per mettere a punto soluzioni in grado di ottimizzare le proprietà tribologiche 
con UHMW-PE al posto del PTFE. Questa polvere fine si caratterizza anche per 
l’elevata resistenza chimica agli acidi, agli alcali e ai prodotti chimici organici. 
Inoltre, esso non assorbe virtualmente né acqua né umidità. La maggior parte 
delle varianti è idonea ad applicazioni dove esiste il contatto con prodotti 
alimentari, secondo la legislazione dei paesi dell’UE e US. Diversamente dalle 
polveri PE, anch’esse utilizzate per questo scopo, Mipelon™ non tende a gonfiare 
anche a temperature elevate e conserva la sua forma e la sua funzione.
Nel confronto con PTFE, esso presenta un coefficiente inferiore di attrito radente 
e una maggiore resistenza all’abrasione con lo stesso dosaggio, rendendo 
economico il suo utilizzo. La temperatura di fusione inferiore pari a circa 135° C 
può avere un effetto limitante nella sostituzione con il PTFE. Il peso molecolare di 
Mipelon™ raggiunge i 2 milioni g/mol. La dimensione media (D50) delle particelle 
sferiche è pari a soltanto 10 µm per la variante PM-200, che attualmente è la 
dimensione più piccola di questo gruppo di prodotti in tutto il mondo. Per quanto 
riguarda XM-220 il valore D50 è pari a 30 µm e 65 µm per XM-330. Nell’ambito 
dell’industria produttrice di pitture e rivestimenti si utilizzano prevalentemente 
le varianti di polveri più fini. Sono in corso di sviluppo le nuove tipologie con un 
valore D50 inferiore a 5 µm e circa 6 µm. Quest’ultima è già disponibile come 
campione. La disponibilità sul mercato è prevista per la fine del 2025.
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